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Основные конфигурации системы управления Д-Памп
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Компания "Драйвика" предлагает систему управления насосами 
серии Д-Памп с преобразователями частоты или устройствами 
плавного пуска
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ОПРОСНЫЙ ЛИСТ
Шкаф управления насосами Д-Памп

1. Заказчик

2. Место установки

3. Назначение системы

8. Дополнительные опции

9. Параметры двигателей

/ /e-mail

. .20 .

7. Комбинация насосных агрегатов (укажите «1» в «Рабочие», если только 1 насос)

%

6. Датчики обратной связи по параметру

.

4. Поддерживаемый параметр

5. Входной сигнал (например, 0  6 бар/4  20 мА)

-

10. Примечания (укажите параметры и типы двигателей, если они разные, и другое)
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	1-Customer_company: 
	1-Fill_day: 
	1-Fill_month: 
	1-Fill_year: 
	1-Customer_person: 
	1-Customer_contacts: 
	2-Installation_company: 
	2-Installation_address: 
	3-Application_other: 
	4-Parameter_other: 
	5-Input_parameter: 
	5-Input_signal: 
	6-Feedback_present_type: 
	6-Feedback_present_qty: 
	6-Feedback_need_qty: 
	6-Feedback_need_type: 
	7-Pumps_main: 
	7-Pumps_overload_percentage: 
	7-Pumps_overload_time_seconds: 
	7-Pumps_auxillary: 
	9-Motors_type: 
	9-Motors_stator_current_A: 
	9-Motors_sensors_type: 
	9-Motors_phase: 
	10-Comments: 
	9-Motors_stator_voltage_V: 
	9-Motors_sensors_qty: 
	9-Motors_power_kW: 
	3-Destination: 3-Sewage
	4-Parameter: 4-Flow
	4_Differential: Off
	6-Feedback_present: Off
	6-Feedback_not_present: Off
	7-Cascade_controller: Off
	8-Direct_start: Off
	8-Soft_start: Off
	8-Fire_mode: Off
	8-Wear_control: Off


